


ORBIT

LIGHT UP THE SILENCE
 

WE PROUDLY PRESENT 

‘THE FIRST BIG THING IN ACOUSTIC LIGHTING’

 
WHAT DO LIGHTING, ACOUSTICS AND INTERIOR DECORATION HAVE IN COMMON? 

TOGETHER WITH BAZIR, ORBIT TEAMED UP IN THE DEVELOPMENT OF A GROUND 

BREAKING AND NOVEL DECORATIVE RANGE OF 3D  SHAPED ACOUSTIC LUMINAIRES. 

THIS IS THE INSPIRATIONAL CONCEPT DESIGNED BY BAZIR.

 

WITH THE COMBINATION OF ACOUSTIC ENGINEERING AND BEAUTIFUL LIGHT 

DESIGN THIS RANGE IMPROVES THE ACOUSTIC COMFORT IN AREAS WHERE PEOPLE 

WORK, LIVE AND MEET.

 

THE ACOUSTIC ABSORPTION IS REALIZED USING AN OPEN CELL FOAM MADE FROM 

MELAMINE RESIN. SOUND WAVES ARE NOT REFLECTED BUT PENETRATE THE OPEN 

CELL STRUCTURE UNHINDERED. SOUND ENERGY IS REDUCED AND TRANSFORMED 

INTO WARMTH ENERGY.

ITS 3D STRUCTURE ALLOWS BROAD SPECTRUM OF DESIGN POSSIBILITIES, WHICH 

GAVE BIRTH TO A SERIES OF SUSPENDED AND WALL MOUNTED LUMINAIRES, NAMED: 
ACO SNAP, MACARON (WALL), GLOBE, SLANTED AND DONUT.
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2944 

ANTHRACITE

2014 

MIDDELGRIJS

ACO SNAP      NEDERLANDS

GEANODISEERD ALUMINIUM SNAP PROFIEL 
OMHULD MET GEFLOKT BASOTECT® ABSORPTIESCHUIM, 
LICHTBRON AFGEDEKT MET HOOGRENDERENDE 
OPALE DIFFUSOR

OPTIONEEL 
► DALI DIMBAAR EN/OF AANWEZIGHEIDSSENSOR

► KLEURTEMPERATUUR 3000K OF 4000K

► MAATWERK

► WANDVERSIE

KLEUREN
► STANDAARD GRIJS / ANTRACIET

► RAL OP AANVRAAG

ENGLISH

ANODISED ALUMINIUM SNAP PROFILE ENROBED WITH 
FLOCKED BASOTECT® ABSORPTION FOAM, LIGHT 
SOURCE COVERED WITH HIGH YIELD OPAL DIFFUSOR 

OPTIONS
► DIMABLE DALI ET/OU DETECTION SENSOR

► COLOR TEMPERATURE 3000K OR 4000K

► MADE-TO-MEASURE 

► WALL VERSION

► TUNABLE WHITE

COLORS
► STANDARD GREY / ANTHRACITE

► RAL ON REQUEST

FRANÇAIS

PROFILE EN ALUMINIUM ANODISE RECOUVERT 
D’UNE MOUSSE FEUTRE BASOTECT® SOURCE 
COUVERT PAR DIFFUSEUR HAUT RENDEMENT OPAL

OPTIONS
► DALI DIMABLE ET/EN CAPTEUR DE DETECTION

► TEMPERATURE DE COULEUR 3000K OU 4000K

► MADE-TO-MEASURE 

► APPLIQUE MURALE

COLEURS
► STANDARD GRIS / ANTHRACITE

► RAL SUR DEMANDE

DEUTSCH

PENDELPROFIL ACO SNAP MIT GRUNDMATERIAL 
BASOTECT® AKUSTIKSCHAUM 

OPTIONEN
► DALI DIMMBAR UND/ODER BEWEGUNGSSENSOR

► LICHT FARBE 3000K ODER 4000K

► INDIVIDUELL GESTALTET

► WANDVERSION

OBERFLÄCHE
► STANDARD GRAU / ANTRAHZIT

► RAL AUF ANFRAGE

ACO SNAP  CEILING / SUSPENSION

ACO SNAP WWW.ORBIT-LIGHTING.COM

170

1250

135 4000

LICHTBRON MOGELIJKHEDEN / LIGHT 
SOURCE OPTIONS / SYSTEME D’ECLAIRAGE /  
LICHTQUELLE
LEDLINE 16W - 2600 LM – L 1250 MM  

OF/OR/OU/ODER 1X TL5 28/54W – L 1250 MM

 

MAATVOERING / DIMENSIONS / DIMENSIONS / 
ABMESSUNGEN
L 1250 X H 170 X D 135 MM

850°C IP20 SDCM
< 3

ANDERE KLEUREN OP AANVRAAG / OTHER COLORS ON REQUEST / 

AUTRES COULEURS SUR DEMANDE / ANDERE FARBEN AUF ANFRAGE



MACARON  CEILING / SUSPENSION / WALL

MACARONWWW.ORBIT-LIGHTING.COM

MACARON      NEDERLANDS

ROND AKOESTISCH LICHTOBJECT GESCULPTEERD 
UIT BASOTECT® ABSORPTIESCHUIM

OPTIONEEL 
► DALI DIMBAAR

► VERTICAAL GEPENDELD & WANDVERSIE

BEKLEDING 
► GEFLOKT IN BLAUW, GEEL, GROEN OF ORANJE

ENGLISH

ROUND ACOUSTIC LIGHT OBJECT SCULPTED 
IN BASOTECT® ABSORPTION FOAM

OPTIONAL 
► DALI DIMMABLE

► VERTICALY SUSPENDED AND WALL-MOUNTED VERSION

FINISH
► FLOCKED IN BLEU, YELLOW, GREEN OR ORANGE

FRANÇAIS

SUSPENSION RONDE EN MOUSSE D’ABSORPTION 
BASOTECT®

OPTIONS 
► DIMMABLE DALI

► SUSPENSION VERTICAL ET APPLIQUE MURALE 

REVETEMENT
► FEUTRE EN BLEU, JAUNE, VERT OU ORANGE

DEUTSCH

RUNDE PENDELLEUCHTE AUS GRUNDMATERIAL 
BASOTECT®  AKUSTIKSCHAUM 

OPTIONEN
► DALI DIMMBARE

► VERTIKAL SCHWEBEND UND ALS WANDLEUCHTE

OBERFLÄCHE
► BEFLOCKT IN BLAU, GELB, GRUN ODER ORANGE 

LICHTBRON MOGELIJKHEDEN / LIGHT 
SOURCE OPTIONS / SYSTEME D’ECLAIRAGE /  
LICHTQUELLE
► MACARON S: Ø 600 MM/LED 38W – 3000 LM

► MACARON M: Ø 800 MM/LED 50W – 4000 LM

► MACARON L: Ø 1200 MM/LED 75W – 6000 LM

KLEURTEMPERATUUR / COLOR TEMPERATURE /
TEMPERATURE DE COULEUR / LICHTFARBE
3000K, 4000K 

MAATVOERING / DIMENSIONS / DIMENSIONS / 
ABMESSUNGEN
► MACARON S:  Ø 600 MM X H 200 MM

► MACARON M: Ø 800 MM X H 295 MM

► MACARON L:  Ø 1200 MM X H 535 MM

Ø 85
45

2000

Ø 600

200

2000

Ø 85
45

200

Ø 600

Ø 85
45

2000

Ø 800

295

2000

Ø 85
45

295

Ø 800

Ø 85
45

2000

Ø 1200

535

2000

Ø 85
45

535

Ø 1200

2011 

BLAUW

2021 

GEEL

2137 

GROEN

2030

ORANJE

850°C IP20 SDCM
< 3

ANDERE KLEUREN OP AANVRAAG / OTHER COLORS ON REQUEST / 

AUTRES COULEURS SUR DEMANDE / ANDERE FARBEN AUF ANFRAGE

Ø 600

185

Ø 800

223

Ø 1200

305



Ø 400

2000

Ø 85
45

Ø 600

2000

Ø 85
45

Ø 400

2000

2000

Ø 600

GLOBE   CEILING / SUSPENSION

WWW.ORBIT-LIGHTING.COM GLOBE

GLOBE     NEDERLANDS

BOLVORMIG AKOESTISCH ELEMENT 
IN GEFLOKTE BASOTECT® ABSORPTIESCHUIM 
MET GEINTEGREERDE LED AKSENT SPOT 

OPTIONEEL
► IGBT/TRIAC, 1-10V, PUSH OF DALI DIMBAAR

► DIM TO WARM

BEKLEDING
► GEFLOKT IN BLAUW, GEEL, GROEN OF ORANJE

ENGLISH

SPHERICAL SUSPENSION IN BASOTECT® ABSORPTION 
FOAM WITH INTEGRATED LED ACCENT SPOT
 
OPTIONAL 
► IGBT/TRIAC, 1-10V, PUSH OR DALI DIMMABLE

► DIM TO WARM

FINISH
► FLOCKED IN BLEU, YELLOW, GREEN OR ORANGE

FRANÇAIS

SUSPENSION GLOBULAIRE EN MOUSSE D’ABSORPTION 
BASOTECT® AVEC UN MODULE SPOT LED 
D’ACCENTUATION

OPTIONS
► IGBT/TRIAC, 1-10V, PUSH OF DALI DIMMABLE

► DIM TO WARM

REVETEMENT
► FEUTRE EN BLEU, JAUNE, VERT OU ORANGE

DEUTSCH

KUGELFÖRMIGE PENDELLEUCHTE AUS BASOTECT® 
AKUSTIKSCHAUM MIT SPOT ALS AKZENT

OPTIONEN
► IGBT/TRIAC, 1-10V, PUSH ODER DALI DIMMBARE

► DIM TO WARM

OBERFLÄCHE
► BEFLOCKT IN BLAU, GELB, GRUN ODER ORANGE

LICHTBRON MOGELIJKHEDEN / LIGHT 
SOURCE OPTIONS / SYSTEME D’ECLAIRAGE /  
LICHTQUELLE
LED 800 LM/CRI80+, CCT 2700K, 3000K 

OF/OR/OU/ODER 4000K

MAATVOERING / SIZES / DIMENSIONS / 
ABMESSUNGEN
Ø 400 MM EN/AND/ET/UND Ø 600 MM

2011 

BLAUW

2021 

GEEL

2137 

GROEN

2030

ORANJE

850°C IP20 SDCM
< 3

ANDERE KLEUREN OP AANVRAAG / OTHER COLORS ON REQUEST / 

AUTRES COULEURS SUR DEMANDE / ANDERE FARBEN AUF ANFRAGE



Ø 85
45

2000

Ø 200

620/820/1220

SLANTED  CEILING / SUSPENSION

WWW.ORBIT-LIGHTING.COM SLANTED

SLANTED      NEDERLANDS

CYLINDERVORMIG AKOESTISCH ELEMENT 
IN GEFLOKTE BASOTECT® ABSORPTIESCHUIM 
MET GEINTEGREERDE AKSENT SPOT 

OPTIONEEL
► IGBT/TRIAC, 1-10V, PUSH OF DALI DIMBAAR

► DIM TO WARM

BEKLEDING 
► GEFLOKT IN BLAUW, GEEL, GROEN OF ORANJE

ENGLISH

CYLINDERICAL SUSPENSION IN BASOTECT® 
ABSORPTION FOAM WITH INTEGRATED LED 
ACCENT SPOT

OPTIONAL 
► IGBT/TRIAC, 1-10V, PUSH OR DALI DIMMABLE

► DIM TO WARM

FINISH 
► FLOCKED IN BLEU, YELLOW, GREEN OR ORANGE

FRANÇAIS

SUSPENSION CYLINDRIQUE EN MOUSSE D’ABSORPTION 
BASOTECT® AVEC UN MODULE SPOT LED 
D’ACCENTUATION

OPTIONS 
► IGBT/TRIAC, 1-10V, PUSH OF DALI DIMMABLE

► DIM TO WARM

REVETEMENT
► FEUTRE EN BLEU, JAUNE, VERT OU ORANGE

DEUTSCH

ZYLINDRISCHE PENDELLEUCHTE AUS BASOTECT® 
AKUSTIKSCHAUM MIT LED AKSENT SPOT  

OPTIONEN 
► LED DIMMBARE, INDIVIDUELL GESTALTET

► DIM TO WARM

OBERFLÄCHE
► BEFLOCKT IN BLAU, GELB, GRUN ODER ORANGE

LICHTBRON MOGELIJKHEDEN / LIGHT 
SOURCE OPTIONS / SYSTEME D’ECLAIRAGE /  
LICHTQUELLE
LED 800 LM/CRI80+, CCT 2700K, 3000 K 

OF/OR/OU/ODER 4000K

MAATVOERING / SIZES / DIMENSIONS / 
ABMESSUNGEN
► SLANTED S: Ø 200 MM /  H 620 MM 

► SLANTED M: Ø 200 MM /  H 820 MM 

► SLANTED L: Ø 200 MM  / H 1220 MM

2000

Ø 200

620/820/1220

2011 

BLAUW

2021 

GEEL

2137 

GROEN

2030

ORANJE

850°C IP20 SDCM
< 3

ANDERE KLEUREN OP AANVRAAG / OTHER COLORS ON REQUEST / 

AUTRES COULEURS SUR DEMANDE / ANDERE FARBEN AUF ANFRAGE



212

Ø 600

2000

212

Ø 600

2000

Ø 85
45

DONUT   CEILING / SUSPENSION

WWW.ORBIT-LIGHTING.COM DONUT

DONUT     NEDERLANDS

CIRKELVORMIG AKOESTISCH ELEMENT 
IN GEFLOKTE BASOTECT® ABSORPTIESCHUIM 
MET GEINTEGREERDE LED AKSENT SPOT 

OPTIONEEL
► IGBT/TRIAC, 1-10V, PUSH OF DALI DIMBAAR

► PASSENDE COMPOSITIE MET POLYETHYLEEN   

 ARMATUUR T5 CIRCLINE 2X22W

 ► DIM TO WARM

BEKLEDING 
► GEFLOKT IN BLAUW, GEEL, GROEN OF ORANJE

ENGLISH

CIRCULAR SUSPENSION SCULPTED OUT OF BASOTECT® 
ABSORPTION FOAM WITH INTEGRATED ACCENT 
LED SPOT 
 
OPTIONAL 
► IGBT/TRIAC, 1-10V, PUSH OR DALI DIMMABLE

► ADDITONAL POLYETHYLENE FIXTURE 

 WITH T5 CIRCLINE 2X22W 

► DIM TO WARM

FINISH 
FLOCKED IN BLEU, YELLOW, GREEN OR ORANGE

FRANÇAIS

SUSPENSION CIRCULAIRE EN MOUSSE D’ABSORPTION 
BASOTECT® MUNI D’UN SPOT LED D’ACCENTUATION

OPTIONS
► IGBT/TRIAC, 1-10V, PUSH OU DALI DIMMABLE

► COMPOSITION POSSIBLE AVEC LUMINAIRE EN   

 POLYETHYLENE T5 CIRCLINE 2X22W

► DIM TO WARM

REVETEMENT 
FEUTRE EN BLEU, JAUNE, VERT OU ORANGE

DEUTSCH

RINGFÖRMIGE PENDELLEUCHTE AUS BASOTECT® 
AKUSTIKSCHAUM 

OPTIONEEL
► IGBT/TRIAC, 1-10V, PUSH ODER DALI DIMMBARE

► RINGFÖRMIGE PENDELLEUCHTE AUS POLYETHYLEN  

 MIT T5 CIRCLINE 2X22W

► DIM TO WARM

OBERFLÄCHE
► BEFLOCKT IN BLAU, GELB, GRÜN ODER ORANGE

LICHTBRON MOGELIJKHEDEN / LIGHT 
SOURCE OPTIONS / SYSTEME D’ECLAIRAGE /  
LICHTQUELLE
LED 800 LM/CRI80+, CCT 2700K, 3000K 
OF/OR/OU/ODER 4000K

MAATVOERING / SIZES / DIMENSIONS / 
ABMESSUNGEN
H212 MM Ø 600 MM

2011 

BLAUW

2021 

GEEL

2137 

GROEN

2030

ORANJE

850°C IP20 SDCM
< 3

ANDERE KLEUREN OP AANVRAAG / OTHER COLORS ON REQUEST / 

AUTRES COULEURS SUR DEMANDE / ANDERE FARBEN AUF ANFRAGE
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DISCLAIMER: All products presented in this book are “Made In Belgium” ORBIT© (the Manufacturer) warrants to the Buyer 

the satisfactory operation of its products for the period of five years from Purchase (the invoice date). Within the guarantee period 

any defects with ORBIT© products as a result of faulty materials or workmanship will be rectified free of charge. ORBIT© reserves 

the right to rectify the fault by repair, exchange or replacement. Intervention cost on site will not be covered, unless agreed 

and accepted by ORBIT© in writing. All information in this catalog replaces all preceding information. We are not responsible for 

printing errors, wrong dimensions, descriptions or technical data. The company reserves the right to amend all products herein 

detailed, any time and without prior notice. Unauthorized reproductions and copies of this catalogue are prohibited.

NOISE IS A TYPICAL PRODUCT OF HUMAN ACTIVITY.
In many cases noise can only be reduced or eliminated by developing innovative 

acoustic materials. Basotect® G+, an open-cell foam made of melamine resin, 

is one of these materials.

 

As a sound absorber of the highest class, Basotect® G+ effectively counteracts 

the effects of acoustically hard surfaces and makes a significant contribution 

towards improvement of spatial acoustics.

No two workspaces or restaurants are alike. 

The cubic content, the materials 

and the furnishings, as well as the number of 

people in the space are only some 

of the parameters that affect spatial acoustics.

In order to be able to react appropriately 

to individual acoustic requirement, 

several solutions are presented in this catalogue, each of which have different 

acoustic qualities in terms of volume and material thickness.

 

Apart from balanced spatial acoustics, the look of our surroundings 

is also crucial for our wellbeing. The various 3D sculpted light objects, 

designed by the Belgian creative BAZIR agency, can be used 

to define special places, generate a specific color mood or, as textile surfaces 

with a soft look, present a contrast to hard surfaces and materials. 

The different colors that are offered make it possible to create a contemporary 

and elegant atmospheric environment.

 

Thanks to the excellent sound absorption, intrusive background noise is dampened 
and a balanced sound quality is achieved in the space. Less distraction due 

to noise makes for better concentration and creates a more pleasant atmosphere!
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Witteveen Projectinrichting 
Ouderkerk a/d Amstel 
Tel: 020 - 496 5030 
info@witteveen.nl 

www.project-inrichting.nl 
www.scheidingswand.net
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