
Create Clipso suspended ceilings quickly and easily!

In spaces with very high ceilings, or to 

conceal pipework, for example, Clipso 

suspended ceilings are the ideal 

solution to quickly and easily create 

reproduction ceilings. They are made 

up of a self-supporting structure 

mounted using plain or printed 

coverings and aluminium profiles: 

P-CEP18, P-CDA25, P-CAC140, 

P-CPA67 and P-CRA68.

A Clipso suspended ceiling may be up 
to 5 m wide and attached with hooks 
or suspended thanks to our various 
suspension systems. 
The profiles have been specially 

developed for use with self-supporting 
ceilings, ceiling tiles and ceiling islands.

Each space has its own technical and 
aesthetic constraints. Our asset is to 
help you to design an acoustic and 
aesthetic architecture. For this, Clipso 
offers millions of images for you to 
use when customising your ceilings. 
Clipso suspended ceilings allow for the 
integration of lighting, in the form of 
spotlights, optic fibres, LEDs, etc., and 
when used with insulation, they can 
also optimise the acoustics in order to 
improve the comfort and privacy of 
public and residential spaces.

The two new profiles in ABS: P-CI12 and P-CC1P

Recently developed by the Clipso Research and 
Development lab, the profiles P-CI12 and P-CC1P 
complete our range of ABS profiles. 
This material is becoming ever more valued 

thanks to its advantageous characteristics: 

non-toxicity, chlorine-free, lightness, excellent 

abrasion and shock resistance, good thermal 

resistance between -40°C and +70°C.
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