technical datasheet

Hush Single With Panels hush

hush single with panels Hush
design massimo farinatti, 2019

Example of single configuration of the products with absorbing
modules.

Hush is a system that unites functionality and design. The hanging
modules are modular and composed of an aluminum profile for a direct
and indirect LED light source, and double sound absorbing side panels
covered in fabric of different colors. Dimmable driver, remote or to be fixed
inside the ceiling rose. Available as single module or together with other
modules through linear joints, corner joints, cross-joints and with wall
mounts. Aivailable only extruded aluminum lamp body without sound
absorbing panels and only single absorbing panel with hanging cable.
Also in the version with wall supports.

LIGHT&SOUND SYSTEM Sound-absorbing panels with technology (Caimi
Patents)

family: hush Body Color:

Designers: massimo farinatti Body Materials: aluminium

Utilization: indoor

Typology: pendant

Certifications: @ ( € W @

Market: This item is available in the

following countries:
EUROPE

Dimensions Light Source

Width: - Hole Diameter: Watt: 45W

Height: 44 cm Hole Depth: Lumen: 3650 Im

Length: 159 cm Net weight: 7,1 Kg Light Source: led

Depth: 25 CRI: >80

Diameter: - duration: 50000
CCT: 3000K
Energy degree: A++
Watt: 30W
Lumen: 1955 Im
Light Source: led
CRI: >80
duration: 50000
CCT: 3000K
Energy degree: A++
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Type of emission:
Power:

Light output:
Beam angle:

Accessories

direct/indirect

Power cable length:
Steel cable length:
Glow Wire Test:

Impact Resistance:

250 cm

Driver:

Power supply assembly:

Power supply:

included

Type of dimming: -

Voltage:

230V

external

electronic power supply

Testata terminale Hush

MAL

ACCESSCORIES

Rosone con
alimentatore
dimmerabile 300W
Hush

Testata intermedia
Hush

Pannello
fonoassorbente corpo
lampada Hush

MAL

ACCESSCORIES

Giunto a angolo L90°
Hush

Pannello

fonoassorbente singolo

Hush

Giunto lineare Hush

Rosone con
alimentatore 75W Hush

Giunto a T Hush

M.

ACCESS50RIES

Rosone con
alimentatore
dimmerabile 75W Hush
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Giunto a croce Hush

MAL

ACCESSCORIES

Rosone con
alimentatore 300W
Hush
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M.

drawings and photometrics

technical drawing

photometrics data

Dimensions

Width: -
Height: 44 cm
Length: 159 cm
Depth: 25
Diameter: -

Hole Diameter: -
Hole Depth: -
Net weight: 7,1 Kg

HUSH_WITH_PANELS HUSH

T2W 2850K LED

150 180" 150 h (m}) %) Em (lux)
h1 0.8/3.1 533
h2 1,686, 133
ha 24192 59
h4 32122 33
\us 39153 2y

Imax 509 cd/kim 43 f114°
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Hush hush single with panels
design massimo farinatti, 2019
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Witteveen Projectinrichting
Ouderkerk a/d Amstel
Tel: 020 - 496 5030
info@witteveen.nl
www.scheidingswand.net
www.project-inrichting.nl
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